METALLIZED POLYPROPYLENE FILM CAPACITORS

X P P Axial lead, Round
Series

m 1) Dimensions:

B 2) Specifications:
(a) Capacitance tolerance : + 10%(K) or + 5%(J) or £ 2.5% (H) or £ 1%(F) at 1KHZ

(b) Dissipation factor : Max 0.0007 (0.07%) at 1TKHZ.
(c) Temperature range : -40°Cto +105°C
(d) Capacitance drift : Max. 2% cycled through the operating temp. Range.

(e) INSULATING RESIS : C<0.33uF, I.R.=9000 Mega-Ohm (at 20 °C, 1min)
C>0.33uF, LLR=7500 Mega-Ohm (at 20 °C, 1min)

(f) LIFETEST : 150% of rated working voltage at 105 °C for 1,000 hours.
(g) HUMIDITY : Caps Max. 5% D.F. Max 2% |.R. Min 70% under R.H. 95% @40 °c 1,000 hours.
(h) PULL TEST :  Will sustain 2 kgs steady pull in the direction of lead egress and 1 kg steady

pull at any 90 degree angle for 60 seconds. After test, capacitor shall show no
evidence of damage and pass all electrical requirements.

m 3) MAX SIZE(D x L) Unit : mm
CAPACITANCE 100 VDC 250 VDC LUDHbie LODYEIC 630VDC
(6u) (8u)
Meb bzl ad otz itz ca D2l i2| od lD2| 2] od D2l o o a
0.01 53 | 15 | 06 | 53 | 15 | 06 | 53 | 15 | 06 | 53 | 15 | 06 | 53 | 15 | 06

0.033 4.9 15 | 06 | 4.9 15 | 06 | 4.9 15 06 | 48 | 20 | 06 | 64 | 20 | 0.6
0.047 5.6 15 [ 06 | 56 15 | 06 | 5.6 15 06 | 54 | 20 | 06 | 74 | 20 | 0.6
0.068 6.5 15 | 06 | 5.6 15 | 06 | 6.5 15 06 | 62 | 20 [ 06 | 87 | 20 | 06

0.1 5.5 15 0.6 6 14 06 | 7.6 15 06 | 7.3 | 20 06 | 838 25 0.6
0.22 7.5 15 06 | 91 15 06 | 79 20 06 | 103 | 20 06 | 125 | 25 0.6
0.33 6.7 20 06 | 81 20 06 | 95 20 06 | 103 | 25 06 | 12.7 | 32 0.6
0.47 7.8 20 0.6 8 24 06 | 93 25 06 || 124 | 29 06 | 149 | 32 0.6
0.68 9.1 20 06 | 93 25 06 | 11.0| 25 06 | 121 | 32 06 | 178 | 32 0.6

1 7.7 32 0.8 10 31 08 | 11.0 | 32 0.8 | 145 | 32 08 | 214 | 32 0.8
15 9.2 32 0.8 12 31 08 | 134 | 32 0.8 | 176 | 32 08 | 21.0 | 46 0.8
2.2 109 | 32 0.8 14 31 0.8 | 16.1 | 32 0.8 | 196 | 36 0.8 | 26.2 | 46 0.8

2.7 120 | 32 0.8 15 31 0.8 | 16.4 | 36 08 | 216 | 36 0.8 | 279 | 46 0.8




METALLIZED POLYPROPYLENE FILM CAPACITORS

M.D.L.®

CAPACITANCE 100 VDC 250 VvDC 40(%\6?(: 4083YJ[))C 630VDC

MFD DE2 (L E£2 [ gd |[DE2[L+2 [ gd [DE2 | L +2 | gd [Dt2 | L+2 gd [Dr2| L 2] od
3.3 132 | 32 | 0.8 16 31 08 | 180 | 36 | 0.8 | 208 | 46 | 0.8 | 30.7| 46 | 0.8
3.9 1431 32 | 08 17 31 08 | 195 | 36 | 08 | 225 | 46 | 0.8 | 295 | 56 | 0.8
4.7 156 | 82 [ (13 19 31 08 [215| 36 | 08 | 246 | 46 | 08 | 323 | 5 | 0.8
5.6 157 | 36 | 0.8 19 35 | 0.8 | 203 | 46 | 08 | 268 | 46 | 08 | 352 | 56 | 0.8
6.8 173 | 36 | 0.8 | 21 35 | 08 | 223 | 46 | 08 | 26.1| 5 | 0.8 | 387 | 5 | 0.8
7.5 181 | 36 | 08 | 195 | 46 | 0.8 | 234 | 46 | 0.8 | 273 | 56 | 08 | 386 | 61 0.8
8.2 189 | 36 | 08 | 20 45 | 08 | 244 | 46 | 08 | 285 | 56 | 0.8 | 40.3 | 61 0.8
10 18.0 | 46 1.0 | 22 45 1.0 | 26.8 | 46 1.0 | 314 | 56 1.0 | 424 | 66 1.0
12 19.7 | 46 1.0 | 25 45 1.0 | 26.0 | 56 1.0 | 32.6 | 61 1.0 | 464 | 66 1.0
15 219 | 46 10 | 24 55 1.0 | 28.9 | 56 1.0 | 364 | 61 1.0 | 39.6 | 106 | 1.0
18 240 | 46 1.0 | 26.5 | 56 1.0 | 316 | 56 1.0 | 39.8 | 61 1.0 | 433 | 106 | 1.0
22 235 | 56 1.0 | 29.2 | 56 1.0 | 349 | 56 1.0 | 439 | 61 1.0 | 478 | 106 | 1.0
27 26.0 | 56 1.0 | 30.6 | 61 1.0 | 38.6 | 56 1.0 | 464 | 66 1.0 | 529 | 106 | 1.0
33 286 | 56 1.0 | 33.8 | 61 1.0 | 404 | 61 1.0 | 45.5 | 81 1.0
39 295 | 61 1.0 | 36.7 | 61 1.0 | 439 | 61 1.0 | 494 | 81 1.0
47 323 | 61 1.0 | 40.2 | 61 1.0 | 459 | 66 1.0 | 50.7 | 91 1.0
56 35.2 | 61 1.0 | 43.8 | 61 1.0
68 38.7 | 61 1.0 | 46.0 | 66 1.0
75 40.6 | 61 1.0 | 48.3 | 66 1.0
82 424 | 61 1.0 | 483 | 71 1.0
100 447 | 66 1.0 | 494 | 81 1.0
120 48.9 | 66 1.0 | 489 | 66 1.0
150 425 | 81 1.0 | 425 | 81 1.0
180 46.5 | 81 1.0 | 465 | 81 1.0

ANY SPECIAL VALUE ARE ACCEPTABLE, ITS SIZE TO BE PROVIDED UPON REQUESTED
SIZE MAYBE CHANGED W/O NOTICE. SPECIAL SIZE IS ACCEPTABLE
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